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Original Cage Performance
Normal Performance equipped with connector interfaces

per MIL-STD-285 or IEEE-299-1997
Shielding e�ectiveness test

Diagnostic Cage

Excellent Shielding and RF Absorbing quality for RF diagnostic trouble shooting.

Various Interfaces

Easy access & Various Interfaces such as
USB 3.0, HDMI, VGA, RJ45 are available by
the customer’s request.

Absorber Performance

Absorbing materials could be selected
following cuto� frequencies with -20dB
re�ection loss are from 0.6 ~ 20 GHz. 

Valuable Tool

As a trouble shooting and diagnostic tool,
shielded absorber-lined shielded case is a
valuable tool for the engineering
development process.

EMDC-100 & 60
Shielded Box with Flat Absorbers can be designed with various dimensions by the customer’s request.
Diagnostic Cage meets all requirements and ISO10605 standard.
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Diagnostic Cage

AVAILABLE OPTIONCLEAR OPEN (LxW x H)MODEL TYPE

ESB-0606

ESB-0808

ESB-1010

600mm x 600mm x 600mm USB 3.0, HDMI, VGA, RJ45, SMA, Fiber Optics and etc.

USB 3.0, HDMI, VGA, RJ45, SMA, Fiber Optics and etc.

USB 3.0, HDMI, VGA, RJ45, SMA, Fiber Optics and etc.

USB 3.0, HDMI, VGA, RJ45, SMA, Fiber Optics and etc.

850mm x 850mm x 850mm

1000mm x 1000mm x 1000mm

ESB-1515 1500mm x 1500mm x 1500mm

(Special dimensions and various interface options are also available by customers request.)

Excellent Shielding and RF Absorbing quality for RF diagnostic trouble shooting.
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Flat Sheet Type Absorber
Absorbing materials could be selected following cuto� frequencies 
with -20dB re�ection loss are from 0.6 ~ 20 GHz.

Absorber Performance


